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Step 

3

Step 

4

Cut Pet Door Opening

3B

3A

3A Drill ½” holes in inside corners of drawn template. 
These will be the pilot holes for the saw blade. 

Helpful Tip: Use both hands to hold drill steady and 
straight at a 90° angle.

3B Beginning in one of the holes just drilled, cut along 
the drawn template lines. After cutting out the opening, 
you may need to recut to square the opening. This is 
necessary for the pet door frame to fit correctly.

Helpful Tip: Use proper saw blade length and type 
according to door thickness and material (for example 
a wood blade for a wood door and a metal blade for 
a metal door). Cut slowly using both hands to hold 
the saw steady and straight at a 90° angle. This will 
prevent the blade from cutting unevenly between 
interior and exterior sides of the door.

NOTICE

Make sure there is nothing underneath the door where 
you will be drilling the holes or cutting out opening.

    
Fit Core Covers

4A

4B

4C 4D

4A Measure the thickness (T) of your door. Note this 
measurement.
 
4B Cut the grooved side of the plastic core covers and 
core cover supports to equal the thickness (T) of your 
door + ⅞”. 

    

Top

Bottom Side

Left Support Right Support

 
4C Place cut edge of bottom core cover toward you 
with ribbed side facing up. Snap left core cover 
support into left end of “T”-shaped rib on bottom core 
cover. Snap right core cover support into right end of 
“T”-shaped rib on bottom core cover. With channel 
sides facing in, align uncut edge (side with one rib) 
of side core covers with uncut edge of core cover 
supports. Slide channel of side core covers onto tab of 
core cover supports to form a “U”-shape.  
  
4D Slide weather strips into channels of side core  
covers. Weather strips should face inside. Weather 
strips may need trimming to meet at end of side core 
covers.

4E
4E Snap uncut edge (side with one rib) of 
assembled core covers inside bottom and side tabs 
of interior frame (frame with 2 flaps). The bottom 
core cover should be at bottom of interior frame. 
Weather strips and ribbed sides (uncut edges) 
should face flap. Snap the uncut edge (side with 
one rib) of top core cover inside top tabs of interior 
frame. Uncut edge (side with one rib) of top core 
cover should face flap. Core covers may need 
trimming to meet at corners.

 Optional:  Use duct tape in the   
 corners of core covers to help secure  
 in place and to improve weather 
 resistance. Cut off any excess tape.

Step 

5
 

Install Pet Door

  
Before putting away jigsaw, place the exterior frame (frame with 1 flap) into 

the underside of the opening to check the fit. If the screw holes on frame are not visible 
through cut-out, you may need to recut opening before proceeding with the installation.

 
5C

5D

             5A Place interior frame (frame with 2 flaps)               
             into cut-out. Next place exterior frame into 
             cut-out from under side of door, inserting core 
             covers inside tabs of frame. Hold frame 
             together. Insert nylon screws through holes in  
             interior frame into holes in exterior frame.  
             Thread a hex nut onto bottom of each screw.

             5B Start screws, but do not tighten at 
this time. Place foam strip under interior frame for 
additional insulation. Cut off any excess.

Helpful Tip: Use a screwdriver to tuck the foam strip 
under as you work around the frame.

5C Use a screwdriver to evenly tighten screws through-
out frame while keeping core covers in position. It may 
be necessary to adjust screws to make sure pet door 
fit is correct.

Helpful Tip: Look though flap opening to check if core 
covers are in position as you tighten the screws. 
5D Use wire cutters to trim screws flush with exterior 
frame.

NOTICE

Use a manual screwdriver to tighten screws. Do not 
overtighten. Overtightening can strip the screws or 
warp the pet door frame.   

Optional:  Caulk around the exterior frame (frame 
with one flap) and inside threshold where core covers 
meet for weather resistance.

5A 5B
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Replacement Flaps

3

To Replace vinyl flap, 
remove flap screws and flap 
support from top of pet door 
frame.

Note:   Interior flap has a 
flap support, exterior flap 
does not.

To Adjust slightly loosen 
flap screws on top of pet 
door frame.

Vinyl Flap Replacement and Adjustment
During extreme changes in weather, vinyl flaps can shrink during cold months and expand in warmer 
months. Easily replace or adjust to ensure a snug fit during seasonal changes.

Remove vinyl flap and flap 
clamp with attached insulated 
flap. 

Note:   Interior flap clamp 
has insulated flap attached, 
exterior flap clamp does not.

Replace flap clamp with 
attached insulated flap. Insert 
new vinyl flap between flap 
clamp and flap screw holes in 
top of frame. The PetSafe® logo 
should be readable on vinyl 
flap. Replace flap support. Align 
screw holes in flap support, 
frame, vinyl flap and flap clamp.  
Replace and start screws to 
hold flap in place. Adjust flap 
horizontally until centered in 
pet door frame. Adjust flap 
vertically until magnet bar on 
frame jumps to meet magnet 
on bottom of flap. Tighten 
screws.

Adjust flap horizontally until 
centered in pet door frame. 
Adjust flap vertically until 
magnet bar on frame jumps 
to meet magnet on bottom of 
flap. Tighten screws.

1 2

Step 

6
Train Your Pet

6A 6A Rehang your door and begin training your pet. It may 
help for you to be on one side of the door and your pet 
on the other. Lift or tape open flap and try to talk your 
pet through the pet door. After your pet has gone through 
a few times, allow the flap to touch your pet’s back so 
they will become comfortable using the pet door. If your 
pet will not go through the door, tape the flap open until 
they use it on their own.

Helpful Tip: Try treats or toys to encourage your pet to  
go through the pet door and become comfortable using it.

Closing Panel

The Closing Panel snaps onto the interior frame of the 
Extreme Weather Pet Door™. It is useful during inclement 
weather or to keep your pet from using the pet door. 

An additional closing panel (sold separately) can be used 
on the exterior frame of the Extreme Weather Pet Door™ 
for improved weather resistance. See “Replacement Parts 
and Accessories” on page 10.
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TERMS OF USE AND LIMITATIONS OF LIABILITY
1. Terms of Use- This product is offered to you conditioned upon your acceptance without modifications 

of the terms, conditions and notices contained herein. Use of this product implies acceptance of all such 
terms, conditions and notices.

2. Proper Use- This product is designed for use with pets where training is desired. The specific 
temperament of your pet may not work with this product. If you are unsure whether this is appropriate 
for your pet, please consult your veterinarian or certified trainer. Proper use includes reviewing the 
entire Installation Guide provided with your product including any specific safety information.

3. Limitations of Liability- In no event shall Radio Systems® Corporation be liable for any direct, 
indirect, punitive, incidental, special or consequential damages whatsoever arising out of or connected 
with the use or misuse of this product. Buyer assumes all risks and liabilities from the use of this 
product.

4. Modifications of Terms and Conditions- Radio Systems® Corporation reserves the right to change 
the terms, conditions and notices under which this product is offered.

To replace the insulated 
flap, remove flap screws 
and flap support from top 
of pet door frame.

Insulated Flap Replacement

Remove vinyl flap and 
flap clamp with attached 
insulated flap. 

Remove screws, insulated 
flap and backing plate from 
back of flap clamp. Insert 
new insulated flap between 
flap clamp back and backing 
plate. Align screw holes. 
Replace and tighten screws. 
Follow step 3 under “Vinyl 
Flap Replacement and 
Adjustment” on page 9.

1 2

Part Description Part Number
Small Vinyl Replacement Flap PAC11-11037

Medium Vinyl Replacement Flap PAC11-11038

Large Vinyl Replacement Flap PAC11-11039

Small Insulated Replacement Flap Kit MPA00-12817

Medium Insulated Replacement Flap Kit MPA00-12818

Large Insulated Replacement Flap Kit MPA00-12819

Small Snap-on Closing Panel MPA00-12826

Medium Snap-on Closing Panel MPA00-12827

Large Snap-on Closing Panel MPA00-12828

Installation Hardware Kit MPA00-11824

Small Plastic Core Cover Kit MPA00-12664

Medium Plastic Core Cover Kit MPA00-12665

Large Plastic Core Cover Kit MPA00-12666

Replacement Parts and Accessories
Replacement flaps can be purchased by visiting www.petsafe.net or by contacting our Customer 
Care Center at 1-800-732-2677.
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